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VIPER Winch Mount 

MA11949 

CanAm Maverick X3 Winch Mount 

 

Thank you for purchasing our VIPER winch mount. You now own a premium custom 

winch mount which allows you to use your winch with your UTV / SxS. Please note the 

following instructions and heed all warnings.    

• Please use common sense when operating your UTV / SxS 

• Read your Winch Operators Manual and all other operator manuals, including 
warning labels, before operating your UTV / SxS 

• Be observant of moving parts causing entanglement, use extreme caution! 
 
 
SEVERE INJURY OR DEATH MAY RESULT IF YOU ARE NEGLIGENT. 
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Please verify that all hardware and parts are included in your package. 
 
Kit Contents: 

Item Description QTY 

1 MA11949-W1 Main Mount Plate 1 

2 MA11949-3 Spacer (AS75-14-28)  2 

3 M6 Flat Washer 2 

4 M6-1.0 x 35mm Hex Head Bolt 2 

5 MA11225 Wide-to-Narrow Bracket (not shown) (standard spool winches only)  1 

6 3/8’’-16 x 1 1/4’’ Grade 5 Hex Bolt (not shown) (Use with MA11225)  2 

7 3/8’’ Flat Washer (not shown) (Use with MA11225)  2 

8 3/8’’-16 Nylock Nut (not shown) (Use with MA11225)  2 
 
 
 

 

Figure 1 
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1. Remove the two screws and the nut clips that secure the front facia to the front bumper (bulk head) as shown 

in Figure 2. Set aside for future use.  

 

Figure 2 

2. Remove the two bolts securing the Radiator to the front bumper as shown in Figure 3. Take the two shoulder 

spacers out of the bottom of the radiator after removing the bolts and set aside with the OEM nuts for future 

use.  

 

Figure 3 

 



MA11949   

  23001 Industrial Blvd 
VIPER Can Am Maverick X3 Winch Mount Rogers, MN  55374 

  866.527.7637 
 
 

866.527.7637 4 Motoinfo@motoalliance.com 
 

3. Remove the four nuts fixing the front bumper to the frame. Set aside for future use.  

 
Figure 4 

4. Remove the front bumper. 

 

5. Lift the front plastics and radiator up and slide the MA11949-W1 mount plate up onto the 4 bolts vacated by 

the front bumper. Make sure the radiator mounting points are behind the bent tabs on the main bracket and 

the front plastics line up with the holes on the main bracket. Note: The bolts may slide back so it might be 

necessary to hold them from behind to keep them in position.  Also, you may find it easier to remove 

the entire front fascia and lift the radiator out of the way. 

 

 
 

Figure 5 

 

6. Use the 4 large nuts set aside in Step 3 to secure the winch mount to the frame.  Tighten securely at this time.  
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7. Using the bolts and nut clips removed in Step 1, secure the front fascia to the winch mount. As shown in 

Figure 6. 

 

8. Use the provided M6 hardware, the shoulder spacers and nuts set aside in step 2, and MA11949-3 Spacer to 

mount the Radiator to the mount plate. Not the order and orientation of the hardware shown in Figure 7. 

      

Figure 6                                             Figure 7 

 

9. Verify that the mount and radiator and lined up squarely and tighten down all hardware. 
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10. Using the hardware provided with your winch, mount your winch inside the mount plate and mount your 

fairlead to the outside of the mount plate. Note: Depending on your winch, it might be helpful to flip your winch 

around so the cable comes off the top of the spool and puts less pressure on your fairlead.  

 

  
 

Figure 8 

 

11. Follow your winch manuals instructions for wiring up your winch. 

 

12. If the winch is a Standard Spool winch (Bolt Pattern: 4 7/8’’ x 3’’), use the MA11225 Wide-to-Narrow spool 

converter bracket. Attach the MA11225 bracket to the front bumper grill using the two (2) 3/8’’-16 x 1 1/4’’ 

Grade 5 Hex Bolts. Then, attach the fairlead to the MA11225 bracket using the hardware in the winch kit.  

 

13. Most applications will mount the contactor in the back near the battery.  It may be necessary to remove the 

center console to route the winch wires from the mount back to the battery cavity.  

 

14. If you have a dash switch you will mount the switch into one of the provided slots. 
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Figure 9 


